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FEATURES:

•Smooth and seamless
•Easy to clean, will not harbour bacteria
•Free from voids, ledges and troublesome lippings
•Timber free construction
•Non porous and non-shedding
• Water and chemical resistant
• Will not warp, rot, swell or rust
•Lightweight, strong and user friendly
•Low maintenance

APPLICATIONS:

•Pharmaceutical
•Life sciences
•Healthcare
•Food
•Retail
•Leisure

STANDARD SIZES:

Suitable for use on all standard and special sized GRP doors

STANDARD COLOURS:

337 BS-00-E-55 White
BS-00-A-01 Silver Grey
BS-08-E-51 Golden Yellow
BS-10-B15 Off White
BS-10-E-53 Canary Yellow
BS-18-B-25 Dark Admiralty Grey
BS-18-E-50 Sky Blue
Dortek Bright Orange
Dortek Light Aircraft Grey
Dortek Mid Blue
Dortek Manilla
Dortek Poppy Red
Dortek Super White
RAL 4009 Pastel Violet
RAL 5015 Sky Blue
RAL 5024 Pastel Blue
RAL 6019 Pastel Green
RAL 6021 Pale Green
RAL 6027 Light Green
RAL 6033 Mint Turquoise
RAL 9010 Pure White

¬RAL and BS reference colours available upon request

GRP Fire Rated Frame
Frame Hygienic GRP

Type Single / pair

Material GRP

Core High density vermiculite core

Finish Smooth gelcoat with integral colour

Fire rating F30, F60, F90, F120, F180, F240

Intumescent Concealed within GRP

Seals ○

Handing
Left ○
Right ○
Equal ○

Operation NA

Vision NA

Lead lined ○

Ironmongery Wide range of factory fitted ironmongery

Water resistant Yes

Chemical resistant Yes

Weight Approx 26kg p/m2

Thermal conductivity 0.50 W/mK

Acoustic rating 29Db*

○ = Option available

* = Acoustic test based
on single hinged GRP
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FEATURES

• Smooth and seamless
• Excellent cleanability
• Maximises natural light
• Bright and coontemporary
• High durability
• Flat glass door panel with no raised

edges to harbour bacteria
• Single or double door options
• Can be automated.

APPLICATIONS:

• Pharmaceutical
• Life Sciences
• Healthcare
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INTELLIGENT DESIGN 
Proven to maximise efficiency, safety and 
hygiene in the most demanding enviornments. 

 

MAXIMUM EFFICIENCY 
Optimizes natural light, contemporary,
modern and ideal for maximising visibility in
controlled environments. 

UNRIVALLED QUALITY 
Engineered to offer supreme quality and 
reliability.

COMPLETE TURNKEY SYSTEM 
Dortek provides complete access solution 
which are individually crafted to meet your 
specification. We offer a choice of door 
panels, frames, hardware, vision panels 
access controls.

INTELLIGENT DESIGN 
Proven to maximise efficiency, safety and 
hygiene in the most demanding enviornments. 

Dortek manufactures a wide range of Hygienic 
Glass Doors & Side Screens to suit all applications 
where hygiene and visibility are of utmost 
importance.

Dortek Glass doors have similar hygienic 
properties to GRP doors. Our hygienic glass has no 
crevices or cavities for bacterial growth and both 
systems can be used together, making it a 
popular choice for many specifications.

The doors are durable, look contemporary and 
modern and are ideal for providing visibility in 
controlled environments. They are also perfect for 
an open plan environment or confined spaces and 
each door can be manufactured to suit any 
opening size. 

The stainless steel frames are versatile and can be 
fixed to all wall structures whether it be concrete 
blocks, stud walls or panels.
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FRAME
304 grade standard, (316 grade available) 

DOOR TYPE
Single or double swing 

SIZE
Can be made to any standard door size 

MATERIAL
10mm (0.39”) toughened glass 

HANDING 
- Left - Available
- Right - Available
- Equal - Available

OPERATION
Manual or automated. 

HARDWARE
Wide range of factory fitted hardware

H206-G S/S LIFT-OFF

HINGES

10MM THICK, CLEAR TEMPERED

GLASS, ALL EDGES

CHAMFERED & POLISHED

304L GRADE 50MM KATRO FRAME

NOTE: NO PERIMETER SEALS

FFL

LCN 4040 CLOSER TO PULL SIDE

SECURITRON

M32 MAGLOCK

TO PUSH SIDE

GW

300MM CTRS SATIN S/S

SPIRAL PULL HANDLE

BACK-BACK

3x ROYDE & TUCKER

SIDE VIEW

ELEVATION VIEW

PLAN VIEW

1
6

3

(
5

m
m

)

"

M32

maglock

cable

Power

cover &

S/S maglock

fixing

bracket
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